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Hi story of 2659

August 6, 2008, Trustee meeting:

The District received a Federal Grant of $346,000 toward the purchase of a
replacement truck company for 2653 which is 22 years old. The grant requires
that an order be placed within one year.

Chief Seng has established an Apparatus Committee to determine the
department’s needs in the replacement of the truck, equipment on the truck, to
write the specs and put the truck out for bid.

Members of the committee are:

Stuart Monohan (Chairman) Chiefs Staff

Dave Dugan Chiefs Staff/Safety Officer
John Volkerding Trustee

Joe Wolfe Trustee/Career Captain

Mike Beneke Volunteer Truck Captain
Charles McCune Maintenance/Truck Sergeant

September 11, 2008, Trustee meeting:

The apparatus replacement committee has visits scheduled with Lebanon,
Lexington and Louisville to see various brands and types of aerial ladders and
platforms. The committee has eliminated a Quint type aerial ladder and has
decided to seek bids only from single source manufacturers.

The committee will meet again on September 18 to try to make a decision
between a tractor drawn aerial, straight aerial or aerial platform. Once this
decision is made the specifications can be completed. A target date has been set
to have the aerial out for bid in early October with the bids due in early
November. The committee expects to have a recommendation for the November
board meeting.
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2007 E-ONE 95-foot mid-mount aerial — North Syracuse
Fire Department, North Syracuse, N.Y.: E-ONE Cyclone 1I cab
and chassis; Detroit Diesel Series 60 515-hp engine; Hale
2.000-gpm_pump; 250-gallon tank; Harrison 10,000-watt
hydraulic generator; Akron Brass 1,250-gpm monitor.
$897,000. Dealer: Bob Liberatore, Absolute Emergency
Vehicles & Equipment, Endicott, N.Y.

2007 Ferrara 100-foot rearmount aerial platform —
Knoxville Fire Department, Knoxville, Tenn.: Ferrara Inferno
cab and chassis; Detroit Diesel 515-hp engine; three-section
ladder with a 21-square-foot basket; 500-pound rappelling
arm; 1,500-gpm waterway and dual monitors in the plat-
form. $800,000. Dealer: Jeff Bagwell, Ferrara factory repre-
sentative, Holden, La.

2008 Pierce tractor-drawn aerial — Stockton (Calif)
Fire Department; Pierce Quantum cab and chassis; Detroit
Diesel Series 60 515-hp engine; 100-foot heavy-duty derial;
Command Zone controls; TAK-4 independent front suspen-
sion, Havis Shield scene lighting; $876,473. Dealer: Ryan
Wright, Golden State Fire Apparatus, Modesto, Calif
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2008 KME platform aerial — Morrisville (S.C.) Fire Res-
cue: KME Predator cab and chassis; Cummins ISM 500-hp
engine; 102-foot heavy-duty platform ladder; 1,000-pound
platform capacity; Hale Qmax 1,500-gpm pump; dual Akron
electronic monitors; 300-gAMoM tank; Onan 15,000-watt pto
generator. $796,000. Dealer, Barry Slagle, Slagle Fire Equip-
ment, South Boston, Va

Diesel Series 60 515-hp engine; Cummins Onan 15,000-watt
generator; LED lighting system; Akron 3479 electric dual
remote controlled platform monitors; 200 feet of ground
ladders. $827,335. Dealer: Jeff Britt, Fire Apparatus Sales,
Amlin, Ohio

2007 E-ONE: A 114-foot Bronto built on an E-ONE Cyclone
11 cab and chassis was delivered to the Manchester (N.H.)
Fire Department. It is powered by a Cummins ISM 500-hp
engine and an Allison transmission. It's equipped with Whe-
len LED lights, a 10,000-watt generator and Alcolite ladders.
The $895,000 unit was sold by John Buckley, Greenwood
Emergency Vehicles, North Auleboro, Mass.

2007 Sutphen 100-foot aerial platform — Alpha Fire Com-
pany, Stue College, Pa.: Sutphen extended cab: Detroit

2008 Pierce tractor-drawn aerial — Tampa (Fla.) Fire
Rescue: Pierce Quantum cab and chassis; Detroit Diesel
Series 60 470-hp engine; Pierce TAK-4 independent front
suspension; EMS compartment in cab; FireCom intercom
system; 100-foot heavy-duty ladder; Harrison 10,000-watt
hydraulic generator. $882,000. Dealer; John Thompson,
Ten-8 Fire Equipment, Bradenton Fla. (Don Feipel Photo)

2008 Fe?én mid-mount aerid| platform — 0ld Mystic
(Conn.) Pre Department: Fervara INerno cab and chassis:
Detroit Diesel Series 00 515-hp engine; 100-foot platform;
Hale Qmax 2,000 p. UPF Poly 300-gallon tank;
Harrison MPC 30,000-watt hydraulic generator. $1,200,000
turnkey delivery with ull equipment mounted. Dealer: Brian
Baker, Shipman's Fire Equip., Waterford, Conn
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October 7, 2008, Trustee meeting:

New Business

Stuart Monohan reported that the New Apparatus Committee had decided that a
new tractor drawn aerial should be the replacement for 2653. The specifications
have been written to attract up to 4 bidders from single source manufacturers.
The bid opening date is 12:00 p.m. on November 3, 2008. The committee will
make a recommendation after reviewing the bids at the next board meeting. The
Federal grant the department received requires delivery of the new aerial by the
end of July 2009.
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1. INVITATION TO BID

Take note that the ST. MATTHEWS FIRE PROTECTION DISTRICT shall receive sealed
proposals from qualified apparatus manufacturers for the furnishing of one (1) Custom Fire
Apparatus tractor drawn 100" aerial ladder with a 500 pound tip load, prepiped waterway and
associated equipment. The only bids that will be accepted for consideration are from those
manufacturers that build the entire vehicle. Said bids will be received no later than November
3, 2008 12 noon, local time at 240 Sears Ave. St. Matthews, Kentucky, at which time they will
be opened. Bids received after 12 noon will not be opened. The bid price must be good for forty
(40) days from the opening date.

2. EXCEPTIONS

The specifications contained herein are to be considered the minimum acceptable descriptions
of the product desired. Manufacturers may take exceptions to certain parts of some, but only
if the exception is of equal or superior construction methods, or equal or superior name brand
products.  Where name brand products are mentioned, it is for the purpose of detailing the
level of quality desired. ~ Other name brand products may be substituted providing they are of
equal or superior quality. The Purchaser shall be the sole judge as to whether or not the
substitution offered is, in fact, equal or superior. Bidders who take exceptions must list their
exceptions on a separate list, pointing out the section and page number where the exception is
taken. TAKING COMPLETE EXCEPTION TO THESE SPECIFICATIONS SHALL
CAUSE IMMEDIATE REJECTION OF THE PROPOSAL.

BIDDERS ARE REQUIRED TO RETURN THIS BID PACKAGE AS THEIR PROPOSAL.
Failure to include same shall cause immediate rejection of the proposal.  Proposals that contain
any omissions, erasures, or alterations, or that contain additions or items not called for in the Bid
Documents, or that contain irregularities of any kind, shall not be considered. All signatures
shall be in writing, and no proposal shall be considered unless so signed.

3. AWARD OF CONTRACT

Upon submitting proposals, bidders shall not withdraw or cancel such proposals, and all bid
securities submitted with such proposals will be held by the Purchaser until all proposals
submitted have been canvassed and award of contract has been made and executed. All bid
securities submitted with proposals will then be returned to the respective unsuccessful Bidders.
The Bidder to whom the award is made shall, within ten (10) days after receiving written notice
of such award, execute a contract with said Purchaser, for the complete delivery of all
materials, equipment and/or work specified therein and shall provide a Performance Bond
for the faithful performance of such contract, unless otherwise specified in the agreement, with
securities whose financial standing is satisfactory to the Purchaser. The Bidder shall provide a
draft copy of the contract with this bid package.




4. RESPONSIBILITY OF THE PURCHASER

The Purchaser reserves the right to consider quality and workmanship of the proposed
apparatus. Delivery time, operating characteristics, availability of service and design and
manufacturing experience shall also be considered.  Particular attention shall be given to any
and all items affecting the cost to operate and maintain the apparatus. All bids shall be
evaluated on the basis of compliance with these specifications and apparatus performance.
Further, the Purchaser reserves the right to reject any and all bids not in compliance with these
specifications; and that decision shall be conclusive and final.

IBILI BIDDE

The Bidder shall make accurate statements as to apparatus weight and dimensions.  All bids
shall include two (2) complete sets of detailed manufacturer's specifications and two (2) sets of
line drawings of the proposed apparatus. Purchaser standards for bidding Automotive Fire
Apparatus must be strictly adhered to, and all bid forms and questionnaires must be completed
and submitted with the bid. Omissions and variations shall result in immediate rejection of the
bid. All bids shall include manufacturer's copies of all specified warranties. Any exceptions or
variations to these specifications must be set forth on separate sheets, indicating page number(s)
and section(s) of these specifications, and must be submitted with the bid. ~ Any bids deemed
as taking total exception to these specifications shall result in immediate rejection of the bid.

6  BID SECURITY

Each bid shall be accompanied by a Bid Bond, Certified Check, or Cashier's Check in an
amount of not less than ten percent (10%) of the total bid price, not to exceed $20,000.00. Bid
Security shall be furnished by the Company that will manufacture the apparatus proposed. Bid
Securities by salesmen or agents of the manufacturer are not acceptable. Bids must remain firm
for a period of sixty (60) days.

7. INFORMATION REQUIRED WITH BID

Each Bidder shall provide with his bid the following:

1. These General Instructions, Requirements, and Specifications sheets as a part
of the Bidder's bid proposal. All questions and fill-in blanks MUST be filled out
completely. FAILURE TO DO SO SHALL CAUSE IMMEDIATE REJECTION OF
THE PROPOSAL AT TIME OF OPENING.

. A set of "Manufacturer's Specifications" consisting of a detailed description of the
apparatus and equipment proposed and to which the apparatus furnished under the
contract MUST CONFORM. The "Manufacturer's Specifications” SHALL BE
TYPED IN THE SAME SEQUENCE AS THESE SPECIFICATIONS for ease of
checking compliance to same. These specifications shall indicate size, type, model,
and make of all parts, components, and equipment.




3. A list of exceptions to the Purchaser's specifications, under the following rules:

The following chassis, aerial ladder and body specifications shall be strictly adhered
to. Exceptions shall only be allowed if they are equal or superior to that specified, in
the sole opinion of the Purchaser, and provided they are listed and fully explained on
a separate page entitled: "EXCEPTIONS TO SPECIFICATIONS". The Bidder's
exception list shall refer to the Purchaser’s specifications by page and paragraph to
prevent misinterpretation.  All exceptions not taken shall be assumed by the
Purchaser to be included in the Bidder's proposal, and the Bidder shall conform to
the Purchaser's specifications, regardless of cost to the Bidder. PROPOSALS
TAKING "TOTAL EXCEPTION" TO THE PURCHASER’S SPECIFICATIONS
SHALL NOT BE ACCEPTED.

. The total purchase price of the complete apparatus, equipped as per these
specifications.  Discounts for chassis progress payments, pre-payment, etc. must be
shown at the time of the bid.

5. The delivery of the apparatus in calendar days from time of contract acceptance.

6. The length of time from bid opening that the Bidder's price is valid.

8. IMPORTANT NOTE

Any Bidder who does not understand any portion of the specifications and/or
requirements, or who wishes to present a question on the same, shall do so in writing to the
Purchaser. Verbal answers shall not be binding. Questions should be addressed to:

St. Matthews Fire District, 240 Sears Ave, St. Matthews Ky. 40207

Attention: Assistant Fire Chief Stuart Monohan.

9. INTENT OF SPECIFICATIONS

It is the intention of these specifications to set forth the minimum requirements for the
construction of a complete Tractor Trailer Apparatus equipped with 100’ aerial ladder, pre-
piped waterway and hydraulic generator.

The entire apparatus shall be of the latest, most modern and approved design, constructed with
due consideration to symmetrical proportions, distributions and nature of the load to be
sustained and the general character of the service to which the apparatus will be subjected when
placed in service.

Apparatus shall be designed with due consideration of load between front and rear axle. Weight
balance and distribution shall be in accordance with all Federal laws, recommendations of the
International Association of Fire Chiefs, and the requirements as set forth in N.F.P.A. 1901 and
1914, 2009 edition. Successful bidder shall furnish the St. Matthews Fire Protection
District, a certificate of weight showing actual weight on the front axle, the rear axle and
the total weight of completed apparatus at time of delivery. This weight shall be the dry
weight of completed apparatus excluding personnel, equipment and hose.




All parts not specifically mentioned, but which are necessary in order to furnish a complete
Apparatus shall conform to the best practice known in up-to-date automotive fire apparatus
design. With a view to obtaining these results, the minor details of construction, such as: size,
dimensions and weight of the various structural parts, are to be left to the discretion of the
manufacturer, subject to final approval by the Fire Chief. The interchangeability of parts is to be
absolutely assured by the use of jigs and modern methods of manufacture. All apparatus shall be
completely assembled in the contractors shop and delivered to the St. Matthews Fire District’s
main fire station ready for testing and operation.

All reference contained herein to N.F.P.A. Specifications for Automotive Fire Apparatus, 1901
shall be the new 2009 standard.

Bids shall only be considered from manufacturers who have an established reputation in the
field of fire apparatus construction.

Each bidder shall furnish satisfactory evidence of its ability to construct the apparatus specified,
and shall state the location of the factory where the apparatus is to be built. Bidder shall also
show they are in a position to render prompt service and to furnish replacement parts for said
apparatus. No bid shall be considered from a firm which has not been continuously engaged in
the manufacture of aerial fire apparatus for a period of at least twenty-five (25) years.

In order to promote fair competition these specifications have been written to allow both steel and
aluminum aerial ladders and both stainless steel and aluminum cabs and trailers. Each of these
materials offer different advantages in performance and price that will be considered during the bid
evaluation process. If a vendor is able to offer both an aluminum and steel aerial ladder or aluminum
and stainless steel cab and trailer the district would like your bid to include pricing options on these
materials. Please include information including weight and dimension changes with these options.

10. MANUFACTURER'S QUALIFICATIONS

Since it is the Purchaser’s desire to purchase durable apparatus that will last a minimum of 20
years, only manufacturers who build and assemble their own fire apparatus bodies, cabs and
aerial ladders shall be considered. At least twelve (12) similar units must have been sold of the
type described herein. The apparatus chassis and body must be made in the continental U.S.A.

11. ALITY OF WO HIP

The design of the apparatus must embody the latest approved automotive engineering practices.

The workmanship must be of the highest quality in its respective field. Special consideration
shall be given to the following points: accessibility of the various components which
require periodic maintenance operations; ease of operation, driving, aerial ladder operation; and
ergonomical design.

Construction must be rugged, and ample safety factors must be provided to carry loads as
specified and to meet both on and off road requirements and speed conditions as set forth under
"Performance Tests and Requirements".




12. ENGINEERING DRAWINGS

Two approximate scale drawings of the proposed apparatus shall be submitted with each bid.
The scaled drawings submitted with the bid shall include the following:

Overall height to top of apparatus from ground.

Sizes of all compartments, width, height, and depth.
Overhang front and rear.

Wheel base, Overall Length, and Over all Width of apparatus.
Turning radius, curb to curb.

Full dimensions of the cab, body, and chassis.

Drawing must show but not be limited to such items as the chassis being utilized, lights, horns,
sirens, operators stand, all compartment locations and dimensions, etc. In actuality, this
blueprint shall be a visual interpretation of the unit as it is to be supplied.

A blueprint must be approved by the Purchaser prior to any metal being sheared or cut for this
unit. Any work started prior to receipt of an approved copy of such drawing will be at the
manufacturer’s risk.  The Purchaser, the Manufacturer's representative, and the Apparatus
Manufacturer shall each have a copy of this blueprint. This blueprint shall then become a part
of the total bid and contract.

13. PRE-CONSTRUCTION CONFERENCE

A pre-construction conference shall be conducted between the manufacturer’s representative,
purchaser’s representatives, and other factory representatives as necessary before the cutting of
any metal for the apparatus. This conference shall be held at the purchaser's main fire station.
The date and time shall be mutually agreed upon.  If the successful bidder requires that the
pre-construction conference be held at the factory, then the bidder will be responsible for all
costs associated with this trip, i.e. travel, lodging, and food, for four committee members.

14. INSPECTION TRIPS

Three (3) inspection trips for a minimum of three (3) persons shall be made to the facility where
construction of the apparatus is to be completed. The first meeting shall be after award of a
contract for purchase. The second shall be made upon completion of the preliminary assembly
of the entire apparatus prior to finish paint; and the third shall be made upon final completion of
the finished apparatus prior to delivery. All travel (to be by air), meal, and lodging expenses
shall be the responsibility of the BIDDER.

15. W, TIE

The following warranties and warranty periods shall be considered as the MINIMUM
acceptable to the purchaser:

1. Chassis One Year Parts and Labor







